
 

 

 
 
 

  
 

 
 

 
 

  

ATTACHMENT 5: WATER LEVEL MEASUREMENTS 


This attachment contains water level measurements for the JPL relatively shallow standpipe 
monitoring wells (MW-1, MW-5 through MW-10, MW-13, MW-15, and MW-16) and the Westbay™ 
multiport wells (MW-3, MW-4, MW-11, MW-12, MW-14, and MW-17 through MW-26) obtained 
during the third quarter 2015.  Water level measurements were recorded before the sampling event 
on July 24, 2015 for the relatively shallow standpipe monitoring wells and for the Westbay™ 
multiport wells.  Water level measurements were recorded after the sampling event on August 7, 
2015 for the relatively shallow standpipe monitoring wells and the Westbay™ multiport wells.  
Water levels for the shallow wells were measured using a Solinst™ water level meter.  In the deep 
multiport wells, the hydraulic head at each sampling port was measured with a Westbay™ 
MOSDAX sampling probe.  Water level measurements were conducted by Blaine Tech Services, Inc. 

Note: Monitoring wells MW-17, MW-22, and MW-26 were not accessible during the collection of pre-sampling groundwater elevations 
due to vehicles parked over each well. Therefore, the groundwater elevations collected prior to sampling on July 29 for MW-17, July 30 for 
MW-22, and July 31 for MW-26, were used for groundwater elevation contouring.  Also the uppermost sampling port (i.e., Screen 1) in 
multi-port monitoring wells MW-12, MW-14, MW-20 and MW-21 were dry. 
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